MEGA STEEL STAINLESS STEEL COATING

MEGA STEEL is a durable, high-temperature coating made with Poly Beta Resins and actual flakes of stainless steel. Impervious to corrosion, abrasion, and most chemicals. Guards metal and ceramic surfaces with multiple layers of stainless steel. MEGA STEEL is totally non-flammable when dry. Starts to dry in as little as 15 minutes and completely hardens overnight. Total strength is achieved after several days of curing.

GREAT FOR THESE APPLICATIONS:
Ovens, tanks, heat exchangers, food processing plants, fire hydrants, chemical processing equipment, engines, muffler systems, pipes, radiators, steam pipes, boilers, plumbing, institutional kitchens, chemical refineries, oil field equipment, etc.

DIRECTIONS:
PREPARATION PRIOR TO USE: Surface should be clean from dirt, oil, paint, rust, scale, corrosion, or wax prior to use. Shake MEGA STEEL vigorously until ball rattles freely. Shake for an additional 30 seconds for ideal mixture. Occasionally shake during use. Position MEGA STEEL 10 to 12 inches from surface area. Spray in a sweeping motion. For ideal results, spray several thin coats. ATTENTION: To prevent clogging, after each use turn MEGA STEEL upside down and spray a couple of short bursts to clear spray nozzle.

NET WT. 13 OZ (369 g)

• Temperature Resistant to 400°F
• Resists Oxidation
• Enhanced with Poly Beta Resin, Creating an Impenetrable Coating
• Contains Pure Stainless Steel Flakes
• Dries in Minutes • Indoor/Outdoor Use
• Long Lasting

DANGER:
EXTREMELY FLAMMABLE. VAPORS MAY CAUSE FLASH FIRE. EYE IRRITANT. HARMFUL OR FATAL IF SWALLOWED. CONTENTS UNDER PRESSURE. SEE OTHER CAUTIONS ON SIDE PANEL.

WARNING: This product contains a chemical known to the State of California to cause birth defects or other reproductive harm.

CAUTION: Intentional misuse by concentrating and inhaling the product can be harmful or fatal. Use only with adequate ventilation.

KEEP OUT OF REACH OF CHILDREN

See Safety Data Sheet for complete safety information.

24 HOUR MEDICAL EMERGENCY: 1-800-535-5053

CONTAINS NO OZONE DEPLETING CHEMICALS!